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CURB & GUTTER REMOVAL

REVISED 12-16-24

AND REPLACEMENT DETAIL

EXISTING CONDITIONS

REPLACED

REMOVED* AND

CURB & GUTTER TO BE

SECTION OF EXISTING

SAW CUT LINE

PROPOSED FULL DEPTH PAVEMENT

REMOVAL (THICKNESS VARIES)

HOT-MIX ASPHALT SURFACE

TO REMAIN

HOT-MIX ASPHALT BINDER

(THICKNESS VARIES)

EXISTING HOT-MIX ASPHALT BINDEREXISTING GRANULAR BASE

CURB & GUTTER

REPLACEMENT

PROPOSED FORM

RE-SAWCUT LINE**

HOT-MIX ASPHALT BINDER

EXISTING (REMAINING)

EXISTING GRANULAR BASE

INCIDENTAL TO CURB REPLACEMENT WORK.

MIX USED FOR CURB AND GUTTER. COST IS

HAVE BEEN REMOVED.  PCC SHALL BE THE SAME

FILL EXISTING WEDGE WITH PCC AFTER FORMS

CURB & GUTTER

REPLACEMENT

(NEW) PCC
SURFACE COURSE

HOT-MIX ASPHALT

HOT-MIX ASPHALT

EXISTING (REMAINING)
EXISTING GRANULAR BASE

NOT TO SCALE

4"

INTERMEDIATE CONDITIONS

NOT TO SCALE

NOT TO SCALE

FINAL CONDITIONS

* CURB & GUTTER SHALL BE SAWCUT

(FULL DEPTH) PRIOR TO CURB & GUTTER SECTION.

** RE-SAWCUT ANY DAMAGED PAVEMENT EDGE 
TO PROVIDE A CLEAN STRAIGHT EDGE FOR PCC.
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